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L I G H T I N G  C O M P A N Y



Our handcrafted LED architectural lighting fixtures set the standard in 
quality and luxury. Light and Green’s manufacturing formula incorporates 

a perfect blend of high performance components and environmentally 
friendly materials. The result is a seamless, harmonious, transformative 

lighting experience.



About Our Company

Light and Green is North America’s top manufacturer of Plaster LED architectural 
lighting fixtures. Our field of expertise is modern, minimalist, 100% seamless, 
trimless paintable recessed downlights, recessed wall lights, interior accent 
lighting, knife edge track lighting and linear cove solutions. 

Why Plaster?

Plaster is a high-performance building material that has been in use since the 
days of ancient Egypt. Calcium, the core material in plaster, is the fifth most 
abundant mineral on earth making plaster a sustainable, highly recyclable 
environmentally friendly material. In addition, plaster is resistant to harsh 
environments such as high humidity, heat, and cold. It’s strength and durability 
make it maintenance free.

Most interior spaces are encased in drywall because of its flexibility, safety and 
sustainability.  Our plaster lighting fixtures are designed to integrate seamlessly 
onto the surface of the drywall board. Since both are made from the same 
material, there is no struggle between different materials fighting for dominance 
on the same surface. We eliminate any separation between surface and fixture 
transforming the installation into a monolithic integration.

Our Mission 

Light and Green will consistently deliver differentiation and design 
excellence through high performance green LED technology and sustainable 
environmentally friendly plaster materials.

Learn more and find local support at:  www.lightandgreen.com

All images and sizes are for reference purposes only.
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14  HARMONY - Plaster Recessed Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

HARMONY - Plaster Recessed Downlight

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V
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Application New Construction / Remodeling Voltage 120V / 277V
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HARMONY - Plaster Recessed Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information
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LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

HARMONY - Plaster Recessed Downlight

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95
13W 1250 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V
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HARMONY - Plaster Recessed Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information
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Application New Construction / Remodeling Voltage 120V / 277V
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Application New Construction / Remodeling Voltage 120V / 277V

LG-9015A-AC  
4" Adjustable Trumpet

Application New Construction / Remodeling Voltage 120V / 277V
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LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

HARMONY - Plaster Recessed Downlight

Application New Construction / Remodeling Voltage 120V / 277V
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Application New Construction / Remodeling Voltage 120V / 277V

LG-9111A-AC  
4" Adjustable Triple 1x3 Square

Application New Construction / Remodeling Voltage 120V / 277V

LG-9112A-AC  
4" Adjustable Triple 1x3 Round

Application New Construction / Remodeling Voltage 120V / 277V
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LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm



*See spec sheets for additional options & information

*See spec sheets for additional options & information

24  HARMONY - Plaster Recessed Downlight

HARMONY - Plaster Recessed Downlight

DAMP

DAMP

Application New Construction / Remodeling Voltage 120V / 277V

LG-8001A-AC  
6" Adjustable Flangeless Trumpet

LG-8004A-AC  
6" Adjustable Flangeless Round

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

15W 1500 lm 95

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

15W 1500 lm 95
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HARMONY - Plaster Recessed Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

DAMP

DAMP

DAMP

Application New Construction / Remodeling Voltage 120V / 277V

LG-8005/1 
6" Adjustable Flangeless Square

LG-8005/2  
6" Adjustable Flangeless 1x2 Square

Application New Construction / Remodeling Voltage 120V / 277V

LG-8005/3 
6" Adjustable Flangeless 1x3 Square

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

15W 1500 lm 95

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

15W 1500 lm 95

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

15W 1500 lm 95



28  BOOST - Metal Recessed Downlight

BOOST  METAL RECESSED DOWNLIGHT



  BOOST - Metal Recessed Downlight  29

BOOST - Metal Recessed Downlight 

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

Application New Construction / Remodeling Voltage 120V / 277V

LG-9021 (Black)
3" Adjustable Square

LG-9022 (Black) 
3" Adjustable 1x2 Square

Application New Construction / Remodeling Voltage 120V / 277V

LG-9023 (Black) 
3" Adjustable 1x3 Square

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

6.2" x 6.2"

6.2"

10.2"

14.4"

6.2"



30  BOOST - Metal Recessed Downlight

BOOST - Metal Recessed Downlight 

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

Application New Construction / Remodeling Voltage 120V / 277V

LG-9021 (White)
3" Adjustable Square

LG-9022 (White) 
3" Adjustable 1x2 Square

Application New Construction / Remodeling Voltage 120V / 277V

LG-9023 (White) 
3" Adjustable 1x3 Square

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

6.2" x 6.2"

6.2"

10.2"

14.4"

6.2"
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32  ULTRA BOOST - Plaster & Metal Recessed Downlight

ULTRA BOOST  PLASTER & METAL RECESSED DOWNLIGHT
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34  ULTRA BOOST - Plaster & Metal Recessed Downlight



  ULTRA BOOST - Plaster & Metal Recessed Downlight  35

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

ULTRA BOOST - Plaster & Metal Recessed Downlight

Application New Construction Voltage 120V / 277V

LG-9031  
Multiple 3" Adjustable Square

LG-9032  
Multiple 3" Adjustable 1x2 Square

Application New Construction Voltage 120V / 277V

LG-9033 
Multiple 3" Adjustable 1x3 Square

Application New Construction Voltage 120V / 277V

LG-9034
Multiple 3" Adjustable Round

Application New Construction Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

13W 1250 lm

95

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

9
5
1
1
1

5
0

2
0
0

2
1
0

7

1
9
7

4.5
12.5
16.5

6
.
5

6
0

51

135
128.5

2
1
0

210

9
5
.
5

95.5

170

1
7
0

4xR24xR5
4xR10

2
0
0

2
1
0

200

210

10.40"

6.7"
7.9"
8.3"

3.8"

3.8"

6.7"
7.9"
8.3"

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

13W 1250 lm

95

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

13W 1250 lm

95

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

13W 1250 lm

95

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

11.8"
12"

11.6"

7.5"
8.1"

0.
5"

1.
2"

0.
71

"

2.4"

2"

9.3"
6"

10.4"

6.
6"

7.5"

3.
7"

7.
9"

8.
3"

11.6"
12"

R.
2"

R.
4"

7.6"

1.
3"

.4"
.14"

12"

8.
3"

R 0.4"

494mm | 19.45"

400mm | 15.75"
360mm | 14.2"
285mm | 11.2"

243.2m
m

 | 9.6"

95m
m

 | 3.7"
170m

m
 | 6.7"

210m
m

 | 8.3"

8.1"
7.9"

8.3"

3.7"

0.
5"

.1
8"

.51"

.7
1"

0.14"

4.4"

6.6"

6.
6"

8.3"
7.9"

7.
9"

8.
3"

4.
2"

12.2"

3.7"

.40"
.14"

5.1"

1.
3"

8.
3"

R.40"

8.3"



36  SPOT - Recessed Spotlight

SPOT RECESSED SPOTLIGHT
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

SPOT - Recessed Spotlight

DAMP

DAMP

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

3000K

4000K

5000K

6500K

16W 1400 lm

90+

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction/ Remodeling Voltage 120V / 277V

LG-9041  
1" Non-Adjustable Spotlight Square

LG-9042 
1" Non-Adjustable Spotlight Round

Application New Construction Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

3000K

4000K

5000K

6500K

16W 1400 lm

90+

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Black Insert

Black Insert



38  SWAP - Plaster Recessed Downlight with Interchangeable Trim

SWAP �PLASTER RECESSED DOWNLIGHT WITH INTERCHANGEABLE TRIM
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*See spec sheets for additional options & information

SWAP - Plaster Recessed Downlight with Interchangeable Trim

*See spec sheets for additional options & information

Application New Construction / Remodeling Voltage 120V / 277V

LG-9043AC 
2" Adjustable Square Bevel

5.35''  (135mm)

3.54''  (90mm)

5
.3

5
'' 

 (
1

3
5

m
m

)

1
.7

'' 
 (

4
3
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m

)

7
.4

8
'' 

 (
1

9
0
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m

)

2
.2

'' 
 (

5
6

m
m

)

3.54''  (90mm)

1.7''
(43mm)

0
.9

4
'' 

 
(2

4
m

m
)

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

Application New Construction / Remodeling Voltage 120V / 277V

LG-9043AC 
2" Adjustable Square Pinhole

5.35''  (135mm)

3.54''  (90mm)

5
.3

5
'' 
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5

m
m

)
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6

m
m

)

1.7''
(43mm)

3.54''  (90mm)

1
.7

'' 
 

(4
3

m
m

)

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

5.35''  (135mm)

3.54''  (90mm)

5
.3

5
'' 

 (
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3
5

m
m

)

1
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)
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4
'' 
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4
m

m
)

White Black Gold

Additional Color Options

White Black Gold

Additional Color Options
5.35''  (135mm)
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)



40  SWAP - Plaster Recessed Downlight with Interchangeable Trim

SWAP - Plaster Recessed Downlight with Interchangeable Trim

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

Application New Construction / Remodeling Voltage 120V / 277V

LG-9044AC 
2" Adjustable Round Bevel

5.35''  (135mm)

3.54''  (90mm)

5
.3

5
'' 

 (
1

3
5

m
m

)

1
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)
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)

2
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'' 
 (
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)

1.7''
(43mm)

3.54''  (90mm)

1
.5

7
'' 

 
(4

0
m

m
)

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950  lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

5.35''  (135mm)

3.54''  (90mm)

5
.3

5
'' 
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3
5

m
m

)

1
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3
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)

3.54''  (90mm)

1.7''
(43mm)

1
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7
'' 

 
(4

0
m

m
)

LG-9044AC  
2" Adjustable Round Wall Wash

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

LG-9044AC  
2" Adjustable Round Pinhole

Application New Construction / Remodeling Voltage 120V / 277V

5.35''  (135mm)

3.54''  (90mm)
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)

White Black Gold

Additional Color Options5.35''  (135mm)

3.54''  (90mm)
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White Black Gold

Additional Color Options

White Black Gold

Additional Color Options

5.35''  (135mm)
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42  FOCUS - Plaster Recessed Downlight with Lens

FOCUS   PLASTER RECESSED DOWNLIGHT WITH LENS
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

FOCUS - Plaster Recessed Downlight with Lens

DAMP

DAMP

DAMP

DAMP

Application New Construction / Remodeling Voltage 120V / 277V

LG-8016  
Trimless Plaster LED - 4" Round

LG-8017  
Trimless Plaster LED - 8" Round

Application New Construction / Remodeling Voltage 120V / 277V

LG-8018 
Trimless Plaster LED - 4" Square

Application New Construction / Remodeling Voltage 120V / 277V

LG-8019
Trimless Plaster LED - 8" Square

Application New Construction / Remodeling Voltage 120V / 277V

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
9W 570 lm 95

4.00”

4.
00

”

5.15”

5.
15

”

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
18W 1200 lm 95

8.50”

8.
50

”

9.50”

9.
50

”

8"

8"

4"

4"

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
9W 570 lm 95

4.00”

4.
00

”

6.00”

6.
00

”

4"

4"

6"

6"

4.00”

4.
00

”

6.00”

6.
00

”

8"

8"

9.5"

9.
5"

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
18W 1200 lm 95



44  NARROWLINE - Multi-Cell Recessed Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

DAMP

DAMP

DAMP

NARROWLINE   MULTI-CELL RECESSED DOWNLIGHT

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

1x2W (2W)

203 lm  
(2W) 1x2W

95

Black
3500K

4000K

162 lm
(2W) 1x2W

LG-7001  
Single Cell Narrow - 1x1 Square

Application New Construction / Remodeling Voltage 120V / 277VSlim Trim

1.77”

1.
77

”
1.

93
"
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

NARROWLINE - Multi-Cell Recessed Downlight

DAMP

DAMP

DAMP

DAMP

LG-7005 
Multiple Cell Narrow - 1x5 Square

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

2x2W (4W)

356 lm
(4W) 2x2W

95

Black
3500K

4000K

256 lm
(4W) 2x2W

LG-7002 
Multiple Cell Narrow - 1x2 Square

Application New Construction / Remodeling Voltage 120V / 277V

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

5x2W (10W)

856 lm 
(10W) 5x2W

95

Black
3500K

4000K

685 lm
(10W) 5x2W

Application New Construction / Remodeling Voltage 120V / 277V

LG-7010 
Multiple Cell Narrow - 1x10 Square

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

10x2W (20W)

1120 lm
(20W) 10x2W

95

Black
3500K

4000K

1400 lm
(20W) 10x2W

Application New Construction / Remodeling Voltage 120V / 277V

LG-7015 
Multiple Cell Narrow - 1x15 Square

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

15x2W (30W)

2083 lm
(30W) 15x2W

95

Black
3500K

4000K

1666 lm
(30W) 15x2W

Application New Construction / Remodeling Voltage 120V / 277V

16
.2

5”

1.77”
1.93"

Slim Trim

2.
95

”

1.77” 1.93"

1.77”

5.
78

"

1.93"

Slim Trim

Slim Trim

1
1

.0
0

”

1.77” 1.93"

Slim Trim



46  NARROWLINE - Multi-Cell Recessed Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

NARROWLINE - Recessed Downlights

DAMP

DAMP

DAMP

DAMP

3.60”

1.
50

”

LG-7001TL  
Single Cell Narrow - Trimless 1x1 Square

Application New Construction / Remodeling Voltage 120V / 277V

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

1x2W (2W)

203 lm  
(2W) 1x2W

95

Black
3500K

4000K

162 lm
(2W) 1x2W1.

90
”
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

NARROWLINE - Multi-Cell Recessed Downlight

DAMP

DAMP

DAMP

DAMP

LG-7005TL 
Multiple Cell Narrow - Trimless 1x5 Square

LG-7002TL 
Multiple Cell Narrow - Trimless 1x2 Square

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

LG-7010 
Multiple Cell Narrow - Trimless 1x10 Square

Application New Construction / Remodeling Voltage 120V / 277V

LG-7015 
Multiple Cell Narrow - Trimless 1x15 Square

Application New Construction / Remodeling Voltage 120V / 277V

2.70”

3.
60

” BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

2x2W (4W)

356 lm
(4W) 2x2W

95

Black
3500K

4000K

256 lm
(4W) 2x2W

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

5x2W (10W)

856 lm 
(10W) 5x2W

95

Black
3500K

4000K

685 lm
(10W) 5x2W

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

10x2W (20W)

1120 lm
(20W) 10x2W

95

Black
3500K

4000K

1400 lm
(20W) 10x2W

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

15x2W (30W)

2083 lm
(30W) 15x2W

95

Black
3500K

4000K

1666 lm
(30W) 15x2W

1.
90

”

5.70”

3.60” 1.90”

10.70”

3.60” 1.90”

16.00”

3.60” 1.90”



48  NARROWLINE - Multi-Cell Recessed Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

NARROWLINE - Multi-Cell Recessed Downlight

DAMP

DAMP

DAMP

DAMP

LG-7015AJ 
Multiple Cell Narrow - Adjustable 1x15 Square

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

10x2W (20W)

1400 lm 
(20W) 10x2W

95

Black
3500K

4000K

1120 lm
(20W) 10x2W

LG-7010AJ 
Multiple Cell Narrow - Adjustable 1x10 Square

Application New Construction / Remodeling Voltage 120V / 277V

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

15x2W (30W)

1925 lm
(30W) 15x2W

95

Black
3500K

4000K

1540 lm
(30W) 15x2W

Application New Construction / Remodeling Voltage 120V / 277V

LG-7040AJ 
Multiple Cell Narrow - Adjustable 2x10 Square

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

10x2W (20W)

1120 lm
(20W) 10x2W

95

Black
3500K

4000K

1400 lm
(20W) 10x2W

Application New Construction / Remodeling Voltage 120V / 277V

LG-7060AJ 
Multiple Cell Narrow - Adjustable 2x15 Square

BEVEL COLOR LED COLOR WATTS LUMENS CRI

White
2700K

3000K

2x30W (60W)

3706 lm
(60W) 2x30W

95

Black
3500K

4000K

2965 lm
(60W) 2x30W

Application New Construction / Remodeling Voltage 120V / 277V

12.20”

6.
20

”

17.40”

6
.2

0
”

Slim Trim

12
.2

0”
4.10” 3.70”

17.40”

4.10” 3.70”

Slim Trim

Slim Trim

3.
70

”

Slim Trim

3.
70

”
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50  HARMONY - Plaster Wall Recessed Steplight

HARMONY   PLASTER WALL RECESSED STEPLIGHT
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

HARMONY - Plaster Wall Recessed Steplight

*See spec sheets for additional options & information

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote

Application New Construction / Remodeling Voltage 120V / 277V

LG-4001
Harmony LED Step Light

3.95”

3.
75

”

5.60”

6.
70

”

Step Light 

LG-4002  
Harmony LED Step Light

Application New Construction / Remodeling Voltage 120V / 277V

1.75”

6.
50

”
9.

65
”

4.25”

LG-4003 
Harmony LED Step Light

Application New Construction / Remodeling Voltage 120V / 277V

3.95”

3.
75

”

5.60”

6.
70

”

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote

.50”

1.75”

.50”

2.70”

.50”

2.15”



52  HARMONY - Plaster Wall Recessed Steplight
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

HARMONY - Plaster Wall Recessed Steplight

*See spec sheets for additional options & information

3.95”

3.
95

”

6.30”

7.
10

”

LG-4004 
Harmony LED Step Light

Application New Construction / Remodeling Voltage 120V / 277V

3.95”

6.
50

”
9.

05
”

5.70”

Application New Construction / Remodeling Voltage 120V / 277V

LG-4005 
Harmony LED Step Light

LG-4006 
Harmony LED Step Light

Application New Construction / Remodeling Voltage 120V / 277V

1.60”

9.
65

”
12

.6
0”

3.95”

.50”

2.70”

.50”

2.70”

.50”

2.40”

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote



54  HARMONY - Plaster Wall Recessed Steplight

HARMONY - Plaster Wall Recessed Steplight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

DAMP

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
3W 340 lm 90 Remote

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

3000K 9W 460 lm 80

1.60”

2.
25

”

3.95”

3.
95

”
12

.0
0”

10.00”

2.35”

11
.8

0”
19

.7
0”

7.85”

LG-4007 
Harmony LED Steplight

Application New Construction / Remodeling Voltage 120V / 277V

LG-4008 
Harmony LED Wall Sconce

Application New Construction / Remodeling Voltage 120V / 277V

LG-4009 
Harmony LED Steplight

Application New Construction / Remodeling Voltage 120V / 277V

.50”

2.40”

3.50”

3.75”

.50”

2.70”

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote
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*See spec sheets for additional options & information

HARMONY - Plaster Wall Recessed Steplight

LED COLOR WATTS LUMENS CRI DRIVER

2700K

3000K
1W 80 lm 90 Remote

LG-4010
Harmony LED Steplight

Application New Construction / Remodeling Voltage 120V / 277V

.50"

2.28"

2"

2"

4.72"

4.
72

"



56  HARMONY - Plaster Wall Recessed Bubble

HARMONY  PLASTER WALL RECESSED BUBBLE



DAMP

DAMP

DAMP
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*See spec sheets for additional options & information

*See spec sheets for additional options & information

HARMONY - Plaster Wall Recessed Bubble

*See spec sheets for additional options & information

LED TYPE LED COLOR WATTS LUMENS CRI

Standard
2700K

3000K
3W 340 lm 90

LED TYPE LED COLOR WATTS LUMENS CRI

Standard
2700K

3000K
3W 340 lm 90

LED TYPE LED COLOR WATTS LUMENS CRI

Standard
2700K

3000K
1W 80 lm 90

3.95”

3.
95

”

6.30”

7.
10

”

6.00”

6.
00

”

8.25”

9.
85

”

10.00”

10
.0

0”

11.25”

13
.7

5”

LG-4013 
Harmony Wall Washer LED - Small

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

LG-4014 
Harmony Wall Washer LED - Medium

LG-4015 
Harmony Wall Washer LED - Large

Application New Construction / Remodeling Voltage 120V / 277V

.50”

2.15”

.50”

3.10”

.50”

3.10”



58  LINEAR COVE - Plaster Recesssed LED Profile

LINEAR COVE   PLASTER RECESSED LED PROFILE

Plaster Cove Housing designed as an all flushed mount application.
With built in curves which hide the LED strip giving a clean light reflectance throughout the space.  
Field cuttable, no diffuser required.

Available with various corner and side applications to enhance any interior design imagined.
Cove housing are solid and handcrafted, made out of environmentally friendly green materials.
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60  LINEAR COVE - Plaster Recesssed LED Profile
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LINEAR COVE - Plaster Recessed LED Profile

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

6.75

1.63

3.50

1.25

2.
00

Place for strip LED tape

LG-5001 
LED Profile

6.752.00

8.00

8.
00 6.

75

LG-5005 
90° Outside Corner  
for 5/8 Drywall

LG-5004 
90° Inside Corner  
for 5/8 Drywall

6.75
2.00

8.00

8.006.75

Application New Construction / Remodeling

For 5/8 Drywall

3' continuous plaster cove for LED tape

Field cuttable

2.00

2.00

6.75

3.
12

3.12

LG-5006 
90° Ceiling to Wall Corner  
for 5/8 Drywall

LG-5007/3 
1/4 40" Circle  
for 5/8 Drywall

*

* When painted with waterproof paint

LG-5007/1 
12" Circle  
for 5/8 Drywall

LG-5007/2 
24" Circle  
for 5/8 Drywall

3.12

1.12

2.00

6.
75

3.12

1.12

2.00

6.
75

LG-5002 
Left End Cup for 5/8 Drywall

LG-5003 
Right End Cup for 5/8 Drywall



62  KNIFE EDGE - Track Light System

Revolutionary Knife Edge invisible track light rail system. This versatile track system is field cuttable and can be used to finish 
drywall, wood or a combination of drywall and wood. Optional spot head lighting attachments for Knife Edge have a full range 
of mobility and are field changeable, allowing for placement adjustments throughout the rail system.

KNIFE EDGE   TRACK LIGHT SYSTEM
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KNIFE EDGE - Track Light System

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

13" or 16"

3.7" 3.7"

6"

5" 5"3" or 6"

5" 5"3" or 6"

13" or 16"

6"

3.7" 3.7"

plaster

wood

LG-5008 
Invisible Track Light System for Plaster

LG-5008W 
Invisible Track Light System for Wood

LG-5008PW 
Invisible Track Light System for 
Plaster & Wood Combination

2.75”

4.00”

1.25”

1.
00

  ”

75"

19"

13.3"

9.6"

2.95"

0.75"

0.378"

0.52"

5" 5"3" or 6"

3.7"

wood

13" or 16"

6"

3.7"

3.15"

0.6"

0.75"

1.76"

5008A 
3" Opening

5008B 
6" Opening

5008C
Inside Corner

5008D
Outside Corner

5"

5"

Application New Construction / 
Remodeling

Aluminum 
Powder Coated

•	 6.5' continuous aluminum 
channel for track light system

•	 Field cuttable

A - Drywall Mud B - Mudding Mesh Tape C - Drywall Mud



64  KNIFE EDGE - Track Light System
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LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

9W 950 lm

95

13W 1250 lm

17W 1800 lm

Warm Dim 1800K - 3000K
13W

940 lm

Tunable Dim 2700K - 6500K 910 lm

*See spec sheets for additional options & information

*See spec sheets for additional options & information

DAMP

KNIFE EDGE - Track Light System

DAMP

Application New Construction / Remodeling Voltage 120V / 277V

LG-5009 
Adjustable Spot Head 

13"

3.7" 3.7"

6"

5" 5"3"

LG-5010
Adjustable Spot Head 

LED FOR 6" OPENING

6"3.7"
5"

5"

6"

16"

LED TYPE LED COLOR WATTS LUMENS CRI

Standard

2700K

3000K

3500K

4000K

15W 1500 lm 95

RGBW RGBW
25W 2200 lm

90
40W 3200 lm

Application New Construction / Remodeling Voltage 120V / 277V

3.
3"

/2
"



66  CYLINDER - Plaster Surface Mount Downlight

CYLINDER   PLASTER SURFACE MOUNT DOWNLIGHT

Revolutionary gypsum surface mount ceiling lighting fixture. The fixtures are paintable using standard paints and paint colors.

Fixtures are solid and handcrafted, made out of environmentally friendly green materials. Fixtures are compatible with 
standard and/or LED Lamps.
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CYLINDER - Plaster Surface Mount Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

DAMP

DAMP

LED TYPE LED COLOR WATTS LUMENS CRI

Standard        
GU10 LED              

MR16

2700K

3000K
8W 567 lm

96

Warm Dim 
GU10 LED              

MR16
1800K - 3000K 8W 570 lm

5.30”

6.
30

”

6.
30

”

5.30”
5.30”

Application New Construction / Remodeling Voltage 120V 

LG-3001 
5" Cylinder

LED TYPE LED COLOR WATTS LUMENS CRI

Standard        
GU10 LED              

MR16

2700K

3000K
8W 567 lm

96

Warm Dim 
GU10 LED              

MR16
1800K - 3000K 8W 570 lm

Application New Construction / Remodeling Voltage 120V

LG-3002 
5" Cylinder



68  CYLINDER - Plaster Surface Mount Downlight
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CYLINDER - Plaster Surface Mount Downlight

*See spec sheets for additional options & information

*See spec sheets for additional options & information

DAMP

DAMP

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
9W 570 lm 90

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
9W 570 lm 90

6.00”
6.00”

6.
50

”

6.00”

6.
50

”

Application New Construction / Remodeling Voltage 120V / 277V

LG-3019 
6" Cylinder

Application New Construction / Remodeling Voltage 120V / 277V

LG-3020 
6" Cylinder



70  SCONCE - Metal Wall Sconce

SCONCE   METAL WALL SCONCE



SCONCE - Metal Wall Sconce

DAMP

DAMP

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

*See spec sheets for additional options & information

DAMP

DAMP

9.
8"

9.8"
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Application New Construction / Remodeling Voltage 120V / 277V 

LG-1036M  
Soft Edge Square

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
12W 220 lm 90

LG-1037M  
Soft Edge Square

Application New Construction / Remodeling Voltage 120V / 277V 

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
18W 350 lm 90

Application New Construction / Remodeling Voltage 120V / 277V 

LG-1038M  
Soft Edge Rectangle

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
18W 350 lm 90

LG-1039M  
Soft Edge Rectangle

Application New Construction / Remodeling Voltage 120V / 277V 

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
12W 220 lm 90

1.9"

7.
1"

7.1"

1.9"

1.9"

1.9"

7.
1"

11"

4.
71

"

7.1"



SCONCE - Metal Wall Sconce

72  SCONCE - Metal Wall Sconce

DAMP

*See spec sheets for additional options & information

DAMP

*See spec sheets for additional options & information

Application New Construction / Remodeling Voltage 120V / 277V 

LG-1041M  
Soft Edge Round

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
12W 220 lm 90

Application New Construction / Remodeling Voltage 120V / 277V 

LG-1042M  
Soft Edge Round

LED TYPE LED COLOR WATTS LUMENS CRI

Epistar         
SMD LED

2700K

3000K
18W 350 lm 90

7"
7"

1.9"

1.9"

9.
8"

9.8"
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74  RONDO - Ceiling Light

RONDO   CEILING LIGHT

Lighting technology meets the precision of design. Visual comfort finds its most rational form, creating 
spectacular effects with the simplicity of pure geometry.

Recessed



  RONDO - Ceiling Light  75

The recessed shape, installed flush with the 

ceiling, draws pools of unique light circles. 

Light conquers space, enhances its beauty 

and comfort, and expands it in line with a 

modern conception of the livable space, where 

everything responds to carefully planned design 

inspired by innovation.

Surface Mount Pendant



76  RONDO - Ceiling Light

RONDO RECESSED CEILING LIGHT

Perfect integration is the new mantra in the world of lighting. LED technology is the new functional advantage.
The variety of layout options meet every designers needs.



  RONDO - Ceiling Light  77

RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

DIAMETER LED COLOR WATTS LUMENS CRI

25.5" 3000K 60W 4690 lm 90

RR-D35
Round Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

DIAMETER LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1640 lm 90

RR-D45
Round Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

DIAMETER LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 2880 lm 90

RR-D65
Round Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

RR-D95
Round Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

RR-D125
Round Recessed LED

DIAMETER LED COLOR WATTS LUMENS CRI

37.4" 3000K 120W 10146 lm 90

DIAMETER LED COLOR WATTS LUMENS CRI

48" 3000K 180W 15151 lm 90



78  RONDO - Ceiling Light
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80  RONDO - Ceiling Light

RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

SQUARE INCH     LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1700 lm 90

RQR-D35
Square Recessed LED

RQR-D45
Square Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

RQR-D60
Square Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

RQR-D90
Square Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

RQR-D120
Square Recessed LED

Application New Construction / Remodeling Voltage 120V / 277V

SQUARE INCH     LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 3023 lm 90

SQUARE INCH     LED COLOR WATTS LUMENS CRI

23.6" 3000K 60W 4700 lm 90

SQUARE INCH     LED COLOR WATTS LUMENS CRI

35.4" 3000K 120W 9600 lm 90

DIMENSIONS LED COLOR WATTS LUMENS CRI

47.2" x 11.8" 3000K 60W 4700 lm 90

13.9in2

23.7in2

17.8in2

35.5in2

4.7"

47.3"x11.9"
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RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

RQSR-D35
Soft Edge Square Recessed LED

RQSR-D45
Soft Edge Square Recessed LED

RQSR-D60
Soft Edge Square Recessed LED

RQSR-D90
Soft Edge Square Recessed LED

RQSR-D120
Soft Edge Square Recessed LED

SQUARE INCH     LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1700 lm 90

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

SQUARE INCH     LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 3023 lm 90

SQUARE INCH     LED COLOR WATTS LUMENS CRI

23.6" 3000K 60W 4700 lm 90

SQUARE INCH     LED COLOR WATTS LUMENS CRI

35.4" 3000K 120W 9600 lm 90

DIMENSIONS LED COLOR WATTS LUMENS CRI

47.2" x 11.8" 3000K 60W 4700 lm 90

4.7"

13.9in2

23.7in2

17.8in2

35.5in2

47.3"x11.9"



82  RONDO - Ceiling Light

RONDO SURFACE MOUNT CEILING LIGHT
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RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

RM-D35
Round Surface Mount LED

RM-D45
Round Surface Mount LED

RM-D65
Round Surface Mount LED

RM-D95
Round Surface Mount LED

RM-D125
Round Surface Mount LED

DIAMETER   LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1640 lm 90

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

DIAMETER LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 2880 lm 90

DIAMETER LED COLOR WATTS LUMENS CRI

25.6" 3000K 60W 4690 lm 90

DIAMETER LED COLOR WATTS LUMENS CRI

37.4" 3000K 120W 10146 lm 90

DIAMETER LED COLOR WATTS LUMENS CRI

48" 3000K 180W 15151 lm 90



84  RONDO - Ceiling Light
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RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

RQM-D35
Square Surface Mount LED

RQM-D45
Square Surface Mount LED

RQM-D60
Square Surface Mount LED

RQM-D90
Square Surface Mount LED

RQM-D120
Square Surface Mount LED

SQUARE INCH   LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1700 lm 90

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

SQUARE INCH   LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 3023 lm 90

SQUARE INCH LED COLOR WATTS LUMENS CRI

23.6" 3000K 60W 4700 lm 90

SQUARE INCH LED COLOR WATTS LUMENS CRI

35.4" 3000K 120W 9600 lm 90

DIMENSIONS LED COLOR WATTS LUMENS CRI

47.2" x 11.8" 3000K 60W 4700 lm 90



86  RONDO - Ceiling Light
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RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

RQSM-D35
Soft Edge Square Surface Mount LED

RQSM-D45
Soft Edge Square Surface Mount LED

RQSM-D60
Soft Edge Square Surface Mount LED

RQSM-D90
Soft Edge Square Surface Mount LED

RQSM-D120
Soft Edge Square Surface Mount LED

SQUARE INCH   LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1700 lm 90

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

SQUARE INCH   LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 3023 lm 90

SQUARE INCH   LED COLOR WATTS LUMENS CRI

23.6" 3000K 60W 4700 lm 90

SQUARE INCH   LED COLOR WATTS LUMENS CRI

35.4" 3000K 120W 9600 lm 90

DIMENSIONS LED COLOR WATTS LUMENS CRI

47.2" x 11.8" 3000K 60W 4700 lm 90



88  RONDO - Ceiling Light

RONDO PENDANT CEILING LIGHT
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90  RONDO - Ceiling Light
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RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

RP-D35
Round Pendant LED

RP-D45
Round Pendant LED

RP-D65
Round Pendant LED

RP-D95
Round Pendant LED

RP-D125
Round Pendant LED

DIAMETER   LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1640 lm 90

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

DIAMETER   LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 2880 lm 90

DIAMETER LED COLOR WATTS LUMENS CRI

25.6" 3000K 60W 4690 lm 90

DIAMETER LED COLOR WATTS LUMENS CRI

37.4" 3000K 120W 10146 lm 90

DIAMETER LED COLOR WATTS LUMENS CRI

48" 3000K 180W 15151 lm 90



92  RONDO - Ceiling Light
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RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

RQP-D35
Square Pendant LED

RQP-D45
Square Pendant LED

RQP-D60
Square Pendant LED

RQP-D90
Square Pendant LED

RQP-D120
Square Pendant LED

SQUARE INCH   LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1700 lm 90

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

SQUARE INCH   LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 3023 lm 90

SQUARE INCH   LED COLOR WATTS LUMENS CRI

23.6" 3000K 60W 4700 lm 90

SQUARE INCH   LED COLOR WATTS LUMENS CRI

35.4" 3000K 120W 9600 lm 90

DIMENSIONS LED COLOR WATTS LUMENS CRI

47.2" x 11.8" 3000K 60W 4700 lm 90



94  RONDO - Ceiling Light



  RONDO - Ceiling Light  95

RONDO - Ceiling Light

DAMP

DAMP

DAMP

DAMP

DAMP

RQSP-D35
Soft Edge Square Pendant LED

RQSP-D45
Soft Edge Square Pendant LED

RQSP-D60
Soft Edge Square Pendant LED

RQSP-D90
Soft Edge Square Pendant LED

RQSP-D120
Soft Edge Square Pendant LED

SQUARE INCH   LED COLOR WATTS LUMENS CRI

13.8" 3000K 25W 1700 lm 90

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

Application New Construction / Remodeling Voltage 120V / 277V

SQUARE INCH   LED COLOR WATTS LUMENS CRI

17.7" 3000K 40W 3023 lm 90

SQUARE INCH   LED COLOR WATTS LUMENS CRI

23.6" 3000K 60W 4700 lm 90

SQUARE INCH   LED COLOR WATTS LUMENS CRI

35.4" 3000K 120W 9600 lm 90

DIMENSIONS LED COLOR WATTS LUMENS CRI

47.2" x 11.8" 3000K 60W 4700 lm 90
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